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12" Disc Diftuser Technical Data Sheet / 12" Disk Difiizor Teknik Bilgi Foyii

Dimensions / Olgiiler

Ring

12" Disc Diffuser / Disc Difiizor Cember

Effective Diameter / Efekrif Cap (mm) 300 2::)13(
Overall Diameter / Cap (mm) 345

Overall Height / Yiikseklik (mm) 63

Connection / Baglann (NPT) 1"13/4"11/2" M

Weight / Agirlik (kg) 1,05

Effective Area / Efekiif Alan (m?) 0,07

Material / Malzeme

AX12 Body & Ring / Govde & Cember %70 PP, %30 GF

Membrane / Membran EPDM, Silicone, TPU

“Logo and color can be change upon request. / Logo ve renk istek iizerine degistirilebilir.

Checkvalve Optional / Cekualf Opsiyonel

Membrane / Membran

Test Standarts / Test Standartlar EPDM S.iS'liil(i:IgoIrlle
Thickness / Kalinhik (mm) 1,90 £ 0,2 1,90 + 0,2

DIN EN ISO 37 Tensile strength / Kopma Mukavemeri ~ (N/mm?) > 12 >8

DIN EN ISO 34-1,B-a Tear strength / Yiriilma Mukavemeti (N/mm  >35 >30

DIN EN ISO 2781 Density / Yogunluk (gr/cmd)  1,09£0,05 1,06 £ 0,05

DIN ISO 7619-1 Hardness / Sertlik (Shore A) 505 555

DIN EN ISO 37 Elongation at break / Kopma Uzamas: (%) >600 >500
Plasticiser / Plastiklestirici (%) <20 0
Operating Air Temperature (°C) 5-80 5-100

Operasyonel Hava Sicakligi
Operating Water Temperature (cC) 5-40 5-40
Operasyonel Su Sicakligi

*Check operational data table below for determined airflow rates.
“Belirlenen hava debileri icin asagidaki operasyonel veri tablosunu kontrol ediniz.
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Operational Data / ()pemsyonel Veri Tablosu

Overload /
Mechanical | NecomMeC/ |y My, | Malnenance
Diffuser Type | Membrane Type Warranty Period | . P Min.-Maks. mng
. T & o Onerilen/Operasyonel Agir Yiikleme /
Difiizor Cesidi Membran Cegidi Garanti Siiresi Ny
- Bakum, Temizlik
(yeat/yil)
Airflow Rate / Hava Debisi (Nm3/h)
EPDM 2 5,0-7,0 2,0-12,0 15,0
12" Disc
Diftuser / Disk Silicone 2 4,0-6,0 2,0-9,0 12,0
Difiizor
TPU 2 4,0-6,0 2,0-9,0 12,0

* Performance cannot be guaranteed due to uncertain wastewater characterization and maintenance periods. Mechanical warranty

validity is valid under specified operating conditions and maintenance periods.

o Belirsiz atk su karakterizasyonu ve bakim periyotlari nedeniyle performans garanti edilemez. Mekanik garanti gegerliligi belirtilen ¢aligma

k0§ullar1 ve bakim pcriyotlarz /capsammda gcgcrlidir.

 The recommended airflow rates can be used for standard operating conditions and aeration system design.

o Onerilen hava debileri standart caligma kogullart ve havalandirma sistemi tasarumu icin kullamlabilir.

* Operating diffusers continuously at max. or min. airflow rate may reduce lifetime or performance. Shutdown of operation is

highly recommended for airflow rates lower than the minimum.

e Difiizorlerin siirekli olarak maks. veya min. hava debilerinde ¢aligmasi kullanim omriinii veya performans: azaltabilir. Minimum hava

debisinden diigiik debilerde ¢aligma tavsiye edilmez.

* Do not apply overload/maintenance airflow rate (e.g. cleaning) for more than 10 min/day.

o Giinde 10 dakikadan fazla agiri yiik/bakim hava debisi (6rn. temizlik) uygulamayimz.

e When the air temperature is close to the given max., a lower maximum airflow rate should be used.

e Hava hattindaki basingli hava sicakhg verilen maksimum degere yakin oldugunda, daha diisiik bir maksimum debisi kullamlmalidur.

Performance / Performans
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*SOTE values depend on the test tank, diffuser density and water height.

*SOTE degerleri test tankina, difiizor yogunluguna ve su yiiksekligine baghdur.
“Diffuser submergence at SOTE test tank is 4 m.
*SOTE test tankindaki difiizér derinligi 4 metredir.
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Installation Options / Montaj Secenckleri

Disc Diffuser Installation
Disk Difiizor Montaji

e Installation can be done with a PP Saddle Clamp with a suitable threaded outlet or a Grommet. For PP Saddle Clamp and
Grommet requests, please specify the pipe type and diameter.

e Montaj, uygun bir digli ikagi olan bir PP Priz Kolye veya bir Gromet ile yapilabilir. PP Priz Kolye ve Gromet talepleriniz icin
liitfen boru tipini ve capim belirtiniz.

« Disc Diffusers can also be mounted on a stainless steel round pipe or square pipe with a suitable threaded outlet.

e Disk Difiizorler, uygun bir disli ¢ikiga sahip paslanmaz ¢elik boru veya profil iizerine de monte edilebilir.
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Connection & Spare Parts / Baglant ve Yedek Parcalar

/ /
PP Saddle Clamp_2 Bolts PP Saddle Clamp_4 Bolts
PP Priz Kolye_2 Civatali PP Priz Kolye_4 Civatali

EPDM Grommet PVC Grommet
EPDM Gromet PV C Gromet

p—_——

Y
/
Airox EPDM Membrane Airox Silicone Membrane
Airox EPDM Membran Airox Silikon Membran

GIF PLASTIK SAN. TIC. LTD. STI.
KAYAPA MAH. ,NERGIZ(530) CAD. ,NO:7,
NILUFER/BURSA 16130

TEL : +90 224 443 77 84-85

MOBILE : +90 541 881 00 40

EAX : +90 224 243 34 24

email : info@airox.com.tr
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Airox TPU Membrane
Airox TPUMembran



